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1961, 263. (See also, 1204.) 


Metallurgy for Non-Metallurgical Engineers? 
Published in ASTM Bvuttetin, No. 244, 
Feb., 15. 


Youngquist, W. G. and Kuenzi, E. W. 


Shear and Torsion Testing of Wood, Plywood, 
and Sandwich Constructions at the U. S. 
Forest Products ‘Laboratory—Summary of 
Proceedings of STP 289, 1002. 
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Zaretsky, E. V. and Anderson, W. J. 


Zandman, Felix 7 oe Relation Between Rolling-Contact Fatigue 

Maximum Shear Strain Measurements and Life and Mechanical Properties for Several 

Determination of Initial Yielding by the Aircraft Bearing Steels, 627 (R). Disc., 643. 

Use of the Photoelastic Coating Technique Z E 

—Summary of Proceedings of STP 289, egarra, E. J. 

1002. Observed Settlement of Preloaded Soft, Fine- 

Grained Soils, 1109. Disc., 1118. 


Zoldners, N. G. 


Zapel, E. J. 


Discussion, 601. 


The Design and Development of a Tensile- Effect of High Temperatures on Concretes 
it Loaded Shear Specimen—Summary of Incorporating Different Aggregates, 1087 
—_— of STP 289, 1002. (R). 
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Abrasion 
resistance of coatings, method for measuring 
(Roberts). Published in ASTM Buttetry, 
No. 244, Feb., 48 (TP 52). 
resistance of plastics, testing (Boor). Pub- 
lished in ASTM Buttetin, No. 244, Feb., 
43 (TP 47). 
Absorption Spectroscopy 
Report of Committee E-13, 482 
Accuracy 
what price test methods (McPherson). Pub- 
lished in ASTM Buttettn, No. 244, Feb. 7 
(ACR notes). 
Acoustical Materials © 
Report of Committee C-20, 289. — 


Report of Committee D- 14, 371. ‘ 
ACR Notes 


improving secondary education in science 
Schobert). Published in ASTM Buttettn, 
No. 246, May, 7. 

meaning of measurement (Baker). Published 
in ASTM Buttetin, No. 245, April, 42. 

published in ASTM Butteti, No. 244, Feb., 
7; No. 245, April, 42; No. 246, May, 7; No. 
248, Sept., 18; No. 250, Dec., 12. 

the labor of technical writing (Smith). Pub- 
lished in ASTM Buttettn, No. 250, Dec., 

the pendulum swings on (metallurgy) (Sisco). 
Published in ASTM Buttetin, No. 248, 
Sept., 18. 

what price accurate test methods (McPher- 
son). Published in ASTM Buttetin, No. 
244, Feb.,7 

Adhesives 

portable testing device for (O’Kelly). Pub- 

lished in ASTM BuLtetrn, No. 250, Dec. 


32 (TP 210). 
Report of D-14, 371. 
Aggregates 4 


alkali reactivity (Weigel), 1036. 

concrete, separation of lightweight material 
from (Higginson and Wallace). Published in 
ASTM Bouttetin, No. 243, Jan., 60 (TP 
18). 

effect of physical characteristics on frost re- 
sistance of concrete (Verbeck & Landgren), 
1063 (R). 

low density 
effects of early freezing on concrete (Benja 

min and Ratliff), 1080 


Report of Committee C-9, 266. 
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Aging 

accelerated, of vinyl plastic compounds 
(Royen). Published in ASTM Butter, 
No. 243, Jan., 43 (TP 1). 

Aircraft 

bearing steels 
rolling contact fatigue life and mechanical 

properties (Zaretsky & Anderson), 627 
(R). Disc., 643. 

See Symposium on Low-Temperature Proper- 
ties of High-Strength Aircraft and Missile 
Materials—Summary of Proceedings of 
STP 287, 1004. 

Aircraft Materials 
Symposium on Low Temperature Properties— 


Air-Entrainment 

_ of standard Ottawa sand, test method for (De- 
Fore and Corah). Published in ASTM But- 
LETIN, No. 248, Sept., 48 (TP 162). 


Airplane structures 
design application 
improving fatigue resistance (Smith), 589, 
Alloy Steel 
Report of Committee A-6, 124. 
Alloying Additions 
Alloys 
high-temperature 
Report of Joint Committee on Effect of 
chemical composition and rupture strengths 
(Simmons and Metzger) (issued as STP 
170-B, 1960). 


; Summary of Proceedings of STP 287, 1004. 


Disc., 601. 
Alkali Reactivity 
aggregate (Weigel), 1036. 
effects on hot-cracking of austenitic 
chromium-nickel stainless steels (Hull), 667 
(R). Disc., 686 
Temperature on the Properties of Metals, 
241. 
super-strength 


Aluminum 


alloys 

atmospheric exposure (Adams and Dough- 
erty). Report of Committee B-7 (appendix 
II), 186. 

elevated temperature properties (Voorhees 
and Freeman) (issued as STP 291). 

exposure tests of die-cast test bars. Report 
of Committee B-6 (appendix IJ), 165. 

fatigue strength of 


Disc., 588. 


2 = 
= a i 
4 
on 


anodic coatings 
Report of Committee B-8, 204. ; 

atmospheric exposure tests 
ASTM test sites (Adam and Dougherty). 

Report of Committee B-7 (appendix II), 
186. 

corrosion of coated hardware 

Report of Subcommittee X VI of Committee 
A-5, 116. 

panel discussion on surface appearance—Sum- 
mary of Proceedings, 1205. 

Report of Committee B-1, 130. 

Report of Committee B-6, 160. 

Analysis, Chemical “a 
Report of Committee E-15, 486. . 
Annual Meeting 

Report of Board of Directors, 45. 

Summary of Proceedings of Sixty-third An- 
nual Meeting, 1. 

See also Meetings. 

Anodic coatings 
aluminum alloys 
effect on fatigue strength (Stickley), 577. 
Disc., 588. 
Antifreezes 
See Engine Antifreezes. 
Appearance 

panel discussion on aluminum surfaces—Sum- 
mary of Proceedings, 1205. 

Report of Committee E-12, 480. 

Aromatic Hydrocarbons 
interlaboratory testing of 7 
proposed recommendations for, 381. 
Report of Committee D-16, 377 
Asbestos-Cement Products 

Report of Committee C-17, 284. 
Askarels 

Report of Committee D-27, 429. 
Asphalt 

coating grade, predicting weatherability from 
asphaltene characteristics (Mertens). Pub- 
lished in ASTM Bvttettn, No. 250, Dec. 
40 (TP 218). 

Report of Committee D-4, 328. 

Report of Committee D-8, 345. 

See also Session on Road and Paving Materials 
—Summary of Proceedings of STP 294, 
1167. 

ASTM 
fellowship program, grants, 54. Published in 
ASTM Buttetin, No. 244, Feb., 14; No. 
245, April, 37. 
finances—1959. Published in ASTM Buvutte- 
TIN, No. 244, Feb., 8 
headquarters staff 
Marshall, T. A., named new executive 
secretary. Published in ASTM Butte- 
TIN, No. 249, Oct., 5. 

Painter, R. J., given sick leave. Published 
in ASTM BULLETIN, No. 244, Feb., 14; 
No. 245, April, 35. 

publications 1960-1961. Published in ASTM 
Buttetin, No. 249, Oct., 12. 

review of the year 1959. Published in ASTM 
But.etin, No. 243, Jan., 

role in occupational safety ‘(Mochel). Pub- 
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in ASTM Buttetin, No. 246, May, 


Atmospheric Corrosion 


Report of Committee B-7, 170. 
twenty years 
zinc-coated and uncoated wire (Reinhart) 
(issued as STP 290). 


Atmospheric Exposure 


aluminum and magnesium alloys 
ASTM test sites (Adam and Dougherty). 
— of Committee B-7 (appendix II), 
86 


hardware, 29-yr report 
Report of Subcommittee XVI of Committee 
A-5, 116. 
Report of Advisory Committee on Corrosion, 


Report of Committee A-5, 111. 


Atmospheric Sampling and Analysis 


Report of Committee D-22,417. | 


Atmospheric Testing 


punch card handling of data (Ailor and 
Hodgson). Published in ASTM BvuLtetin, 
No. 250, Dec., 45 (TP 223). 


Awards 


citations for quality of presentation, 1959. 
Published in ASTM Buttetin, No. 247, 
July, 15. 

committee D-12, to A. M. Schwartz. Pub- 
lished in ASTM Buttetin, No. 245, April, 
41 


Harold De Witt Smith, to W. von Bergen. 
Published in ASTM Buttetin, No. 245, 
April, 46. 

honorary membershi Published in ASTM 
Buttetin, No. 247, July, 21. 

medals and awards. Published in ASTM 
BULLETIN No. 247, July 28. 

Charles B. Dudley Medal. Published in 
ASTM BUwLLeETIN No. 247, July, 28. 

Max Hecht Award. Published in ASTM 
BULLETIN No. 247, July, 28. 

C. A. Hogentogler Award. Published in 
ASTM Buttetin No. 247, July, 28. 

Frank E. Richart Award. Published in 
ASTM BUttetIn No. 247, July, 29. 

Richard L. Templin Award. Published in 
ASTM BULLETIN No. 247, July, 29. 

Sanford E. Thompson Award. Published in 
ASTM BvuLtetTInN No. 247, July, 30. 

Sam Tour Award. Published in ASTM But- 
LETIN No. 247, July, 29. 

SES-ASTM, 1959. Published in ASTM But- 
LETIN, No. 243, Jan., 42. a 

Report of the Board of Directors, 50. 


B 


Barium Oxide 
in portland cement, gravimetric method for 
determination of (Ford). Published in 
ASTM Buttettn, No. 247, July, 77 (TP 
143). 
Barriers 
flexible 
Report of Committee F-2, 495. 
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Basic Refractory Brick gp 


Report of Committee C-8, 260. at 
Beryllium 

Report of Committee B-2, 135. 

structural (Muvdi), 812 (R). Disc., 823. 
Bituminous Materials 

Report of Committee D-4, 328. 

Report of Committee D-8, 345. 
Bituminous Paving Materials 

Report of Committee D-4, 328. 

See also Session on Road and Paving Materials 
—Summary of Proceedings of STP 294, 
1167. 

Bituminous Roofing Materials 

Report of Committee D-8, 345. 

Board of Directors 
Auditor’s report (appendix I), 57. 
Report of Administrative Committee on Dis- 
trict Activities (appendix V), 84 
Report of Administrative Committee on 
Education in Materials (appendix VII), 86. 
Report of Administrative Committee on 
Papers and Publications (appendix IV), 79 
Report of Administrative Committee on Re- 
search (appendix III), 78. 
Report of Administrative Committee on Simu- 
lated Service Testing (appendix VI), 85. 
Report of Administrative Committee on 
Standards (appendix II), 71 we 
Report of Board of Directors, 40. 
Boiler Feedwater 

Report of Committee D-19, 393. “a 
Brass 

Report of Committee B-5, 146. 
Brick 

panels, moisture penetration of (Ritchie and 
Plewes). Published in ASTM But.etin, No. 
249, Oct., 39 (TP 183). 

Report of Committee C-15, 277. 

See also Fireclay Brick and Basic Refractory 
Brick. 

Brittleness Temperature 


of polyethylene, measurement of (Birks and 
Published in ASTM BUvuLLetin, 


Rudin). 
No. 246, May, 49 (TP 109). 


of polyethylene, test for (Bata and Ito). Pub- 
lished in ASTM Bu ttetin, No. 248, Sept., 


55 (TP 165) (Technical Note). 
Bronze 
Report of Committee B-5, 146. 


tension of phosphor bronze rod, alloy A (Gohn 


and Bader), 843. 
Brushes 


carbon, technique for measuring wear in an 
atmosphere containing silicone vapor (Axel- 
son and Precopio). Published in ASTM But- 


LETIN, No. 244, Feb., 
Building Constructions 
Report of Committee E-6, 468. 
Building Stone 
Report of Committee C-18, 288. 
Bulk Solids 


40 (TP 44). 


1168. Disc. 1182. 


flow properties (Jenike, Elsey, and Woolley), 


INDEX 


Cable 
insulating 
Report of Committee D-11, 355. 
Report of Committee B-1, 130. 
Carbon Black 
Report of Committee D-24, 423. 
Casein 
Report of Committee D-25, 426. 
Cast Iron 
Report of Committee A-3, 108. 
Cathodes 
Report of Committee F-1, 491, 
Cellulose 
Report of Committee D-23, 420. 
Cellulose Viscosity 
Report of Committee D-23, 420. 
Cement 
flexures and compression tests (Kaplan), 1006 
(R). Disc., 1018. 
portland 
flame photometric method to determine 
magnesium, manganic, sodium, and po- 
tassium oxides in (Ford). Published in 
ASTM Bvt tetin, No. 250, Dec. 25 (TP 
203). 
gravimetric method for determination of 
barium oxide in (Ford). Published in ‘ 
ASTM BuLLetin, No. 247, July, 77 (TP 
143). 
gravimetric determination of strontium 
oxide in (Ford). Published in ASTM But- 
LETIN, No. 245, April, 71 (TP 77). 
movement of sodium in (Hall and Rhodes). 
Published in ASTM Bu ttetin, No. 245, 
April, 66 (TP 72). 
portland pastes, hydrated 


X-ray diffraction investigation (Kantro, 
Copeland, and Anderson), 1020 (R). 
Disc., 1035. 

Report of Committee C-1, 247. 
thermal insulating + 
Report of Committee C-16, 281. 2 


Cement Reference Laboratory ? 
Report of Committee C-1, 247. 
Ceramic 
building units, potential and past moisture 
expansion, tests for (Waters, Hosking, and 
Hueber). Published in ASTM Bw Ltetin, 
No. 245, April, 55 (TP 61). 
Report of Committee C-22, 295. 
Report of Committee F-1, 491. 
Ceramic Coatings 
Report of Committee C-22, 295. 
Ceramic Whitewares 
Report of Committee C-21, 291. 
Chemical Analysis 
Report of Committee E-2, 448. 
Report of Committee E-3, 452. 
Chemicals 
industrial analysis and testing 
Report of Committee E-15, 486. 
Report of Committee D-26, 428. 
rubber — 
Report of Committee D-24, 423. i 
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Chemical-Resistant Mortars 
Report of Committee C-15, 277. 
Chemical-Resistant Units 
Report of Committee C-15, 277. 
Chlorinated Solvents 
Report of Committee D-26, 428. 
Classification 
of elastomeric vulcanizates, method for (Cat- 
ton, Edwards, and Loring). Published in 
ASTM Buttetin, No. 243, Jan., 69 (TP 


27). 
Clay 
remolded Niagara 
strength (Bazett and Smo- 
trych), 1124. Disc., 1132. ; 
Clay Pipe 
, Report of Committee C-4, 255. 


Clay Tile 
Report of Committee C-15, 277. ory 
Coal 
Report of Committee D-5, 332. 
Coa! Chemicals 

Report of Committee D-16, 377. 
Coatings 

abrasion resistance of, method for measuring 
(Roberts). Published in ASTM ButLtetin, 
No. 244, Feb., 48 (TP 52). 

‘ aluminum, anodic 

Report of Committee B-8, 204. 

electrodeposited 

Report of Committee B-8, 204. 

Report of Subcommittee III of Committee 
B-8. Part I: Thickness Determination of 
Electrodeposits, 207. Part II: Evaluation 
of Measuring Devices for Thickness of 


Zinc Electrodeposited on Steel, 218. 
Coke 


Report of Committee D-5, 332. 
Color ‘ 
Report of Committee E-12, 480. 
Columbium 
j Report of Committee B-2, 135. 
Combustion Characteristics 
of diesel fuel, use of 2,2,4,4,6,8,8-hepta- 
methylnonane as primary reference (Mears, 
i David, and Howard). Published in ASTM 
BULLETIN, No. 245, April, 75 (TP 81). 
Committees 
in defense of (Burns), No. 246, May, 24. 
new officers for ASTM technical. Published in 
ASTM Bcttetry, No. 248, Sept., 20. 
Compression 
determining strength of concrete (Kaplan), 
1006 (R). Disc., 1018. 
remolded Niagara clay (Bazett and Smo- 
j trych), 1124. Disc., 1132. 
sheet magnesium 
utilizing rapid heating (Fenn), 940 (R). 
Disc., 955. 
Concrete 
aggregate, separation of lightweight material 
from (Higginson and Wallace). Published 
in ASTM Buttetr, No. 243, Jan., 60 (TP 
18). 
effect of high temperature (Zoldners), 1087 
(R). 


frost resistance 
influence of physical characteristics of ag- 
gregates (Verbeck & Landgren), 1063 (R). 
low-density aggregate type 
effects of early freezing (Benjamin and 
Ratliff), 1080. 
Report of Committee C-9, 266. 
Concrete Aggregates 
Report of Committee C-9, 266. 
Concrete Masonry Units 
Report of Committee C-15, 277. 4 
Concrete Mixers 
performance tests (Narrow), 1047. Disc., 1061. 
Concrete Pipe 


Report of Committee C-13, 275. 
Conductors 
Report of Committee B-1, 130. 


_ Contact Materials, Electrical 
Report of Committee B-4, 143. 


Containers 


Report of Committee D-10, 353. 
Cooperative Activities 
Report of Board of Directors, 54. 
Copper 
fatigue notch sensitivity (Mann), 602 (R). 
copper-base casting alloy 
Mechanical and physical properties (John- 
son & Kura), 796. Disc., 811. © 
Report of Committee B-2, 135. ae 
Report of Committee B-5, 146. fa 
See also Proposed Recommendations. _ 
Copper Alloys 
properties at elevated temperatures (Crowe). 
Published in ASTM Bvttetin, No. 250, 
Dec. 30 (TP 208). —_ 
_ Copper Wire 
Report of Committee B-1, 130. 
Corrosion 
atmospheric 
low alloy steels (Copson), 650 (R). Disc., 
6606. 
Report of Advisory Committee on Corrosion, 
234. 


Report of Committee A-5, 111. 

Report of Committee A-10, 126. 

Report of Committee B-3, 141. 

Report of Committee B-6, 160. i 

Report of Committee B-8, 204. 

sulfur dioxide activity and surface moisture at 
corrosion sites, measurement of (Sereda). 
Published in ASTM Buttetin, No. 246, 
May, 47 (TP 107). 

tests on hardware. Report of Subcommittee 
XVI of Committee A-5, 116. 

twenty-year atmospheric 
zinc-coated and uncoated wire (Reinhart) 

(issued as STP 290). 
Corrosion-Resisting Steel 
Report of Committee A-10, 126. 
Cracking 

of polyethylene under stress, environmental, 
measurement of (Rudin and Birks). Pub- 
lished in ASTM Buttetin, No. 245, April, 
60 (TP 66). 
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Creep 
anelastic, effect of temperature interruption on 
(Disc.). Published in ASTM BuLtetin, No. 
243, Jan., 54 (TP 12). 
elastomers, rheological testing of, at low tem- 
peratures (Boor, Hanok, Conant, and Sco- 
ville). Published in ASTM BuLtetin, No. 
246, May, 25 (TP 85). 
properties of compression-molded polyethylene 
(Gohn and Cummings). Published in 
ty M BuLtetin, No. 247, July, 64 (TP 
Creep Deflections 
plastic beams (Schulte), 895. 
Creep-Rupture 
carbon and low alloy steel at 1200 to 1800 F 
(Randall), 885. Disc., 893. 
Crystalline Solids 
Symposium on Nature and Origin of Strength 
of Materials, Summary of Proceedings of 
STP 283, 499: 
brittle fracture strength (Wessel). 
ductile ceramic research (Parker). 
effects of size and shape on fracture (Irwin). 
fatigue strength (Sinclair and Feltner). 
influences of surfaces of materials (Sinnott). 
luncheon address 


national role of materials research 
(Baker). 

mechanical properties of semiconductors 
(Hobstetter). 

motions and yield strength of solids (Gil- 
man). 

resistance to creep in metals and alloys 
(Garofalo). 

solid state theory (Brooks). 

D 


Data Centers 
are they the answer? Published in ASTM 
BuLLetin, No. 246, May, 14. 
De Witt Smith Medal 
to W. von Bergen, 1960. Published in ASTM 
BULLETIN, No. 245, April, 46. 
Defense 
materials research for (Speight). Published in 
ASTM Bu ttetrn, No. 250, Dec. 6. 
Density 
relative, of sand, measurement of (Kitago 
and Kozaki). Published in ASTM Butte- 
TIN, No. 248, Sept., 36 (TP 150). 
Detergents 
Report of Committee D-12, 361. 
Detonation 
impact, materials in contact with liquid oxy- 
gen, instrument for testing sensitivity to 
(Lucas and Rieh]). Published in ASTM But- 
LETIN, No. 244, Feb., 29 (TP 33). 
Die Casting 
Report of Committee B-6, 160. 
Dielectric Strength 
determination of, insulating oil (Ast). Pub- 
lished in ASTM Buttetin, No. 250, Dec., 
36 (TP 214). 
District Activities 
published in ASTM Butteti, No. 243, Jan., 


INDEX 


42; No. 244, Feb., 16; No. 245, April, 43; 
No. 246, May, 19; No. 247, July, 39; No. 
248, Sept., 19; No. 249, Oct., 23; No. 250, 
Dec., 16. 

Report of Administrative Committee on Dis- 
trict Activities, 84. 

Report of Board of Directors, 46. 

Dosimetry 

See Symposium on Radiation Effects and 

Radiation Dosimetry—Summary of Pro- 


ceedings of STP 286, 1203, 


Education 
secondary, improving science in (Schobert). 
Published in ASTM Buttetin, No. 246, 
May, 7 (ACR notes). 
Education in Materials 
Report of Administrative Committee on Edu- 
cation in Materials, 86. 
Elastomers 
method for classifying (Catton, Edwards, and 
Loring). Published in ASTM BuLtetyy, No. 
243, Jan., 69 (TP 27). 
rheological testing of, at low temperatures 
(Boor, Hanok, Conant, and Scoville). Pub- 
lished in ASTM Buttetin, No. 246, May, 
25 (TP 85). 
Electrical Contact 
bibliographical abstracts (issued as STP 56-N, 
1959). 
Electrical Contact Materials 
Report of Committee B-4, 143. 
Electrical Heating Alloys 
Report of Committee B-4, 143. 
Electrical Insulating Liquids and Gases 
Report of Committee D-27, 429. 
Electrical Insulating Materials 
Report of Committee D-9, 347. 
Report of Committee D-20, 402. 
Electrical Insulation 
Report of Committee F-1, 491. 
Electrical Testing 
Report of Committee D-9, 347. 
Electrodeposited Coatings 
Report of Committee B-8, 204. 
Report of Subcommittee III of Committee 
B-8. Part I: Thickness Determination of 
Electrodeposits, 207. Part II: Evaluation of 
Measuring Devices for Thickness of Zinc 
Electrodeposited on Steel, 218. 
Electromagnetic Testing 
Report of Committee E-7, 471. 
Electron Metallography 
Report of Committee E-4, 457. 
Electron Tube Materials 
Report of Committee F-1, 491. 
Elevated Temperature 
aluminum and magnesium alloys (Voorhees 
and Freeman) (issued as STP 291). 
application of induction heating to short- 
time tension testing (Levitt and Martin), 
974. Disc., 984. 
correlating parameters ees; 
stress-rupture (Clauss), 905 (R). a 
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creep rupture of carbon and low alloy steel 
(Randall), 885. Disc., 893. 

fatigue and tension 
unalloyed arc-cast molybdium (Brock and 

Sinclair), 530. Disc., 538. 

Inconel relaxation characteristics (Kennedy & 
Douglas), 867 (R). Disc., 881 

properties of copper alloys (Crowe). Published 
in ASTM Buttetin, No. 250, Dec. 30 
(TP 208). 

Report of Joint ASTM-ASME Committee 
on Effect of Temperature on the Properties 
of Metals, 241. 

Embrittlement 
See Hydrogen Embrittlement. 

Emission Spectroscopy 

Report of Committee E-2, 448. 


Enamel, Porcelain 
Report of Committee C-22, 295. 
Engine Antifreezes 


Report of Committee D-15, 375. 
Expansion 
moisture, potential and past, of ceramic build- 
ing units, tests for (Waters, Hosking, and 
Hueber). Published in ASTM BULLETIN, 
No. 245, April, 55 (TP 61). 
Exposure Tests 
aluminum alloy die-cast test bars. ne of 
Committee B-6 (appendix IT), 165. 
outdoor, Langley as a unit for timing (Caryl). 
Published in ASTM BuLttetin, No. 243, 
Jan., 55 (FP 13). 
F 
Fabrics 
gripping of, during ea tests, technique 
for (Plitt and Dunlap) Published i in ASTM 
BuLtetin, No. 246, May, 33 (TP 93). 
Report of Committee D-13, 365. 
See also Textiles. 


Facing Tile 
Report of Committee C-15, 277. Aaa 

Fatigue 
aircraft bearing steel 


rolling contact and mechanical properties 
(Zaretsky & Anderson), 627 (R). Disc., 
643. 
airplane structures (Smith), 589. Disc., 601. 
aluminum alloys 
effects of anodic coatings (Stickley), 577, 
Disc., 
annealed copper 
notch sensitivity (Mann), 602 (R). 
elevated temperature 
unalloyed arc-cast molybdium (Brock and 
Sinclair), 530. Disc., 538. 
failure 
mechanism of (Wilkov), 540 (R). Disc., 559. 
high-strength steels (Frankel, Bennett & 
Carman), 501. Disc., 509. 
low cycle 
pressure vessel materials (Sachs, Gerberich, 
Weiss and Latorre), 512 (R). 
metals subjected to triaxial stresses (Lehrer 


and Schwartzbart), 610 (R). 
R. R. Moore rotating-beam Rae 
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effect of s 
Fox), 560 (R). Disc., 568. 
Report of Committee E-9, 474. 
Fatigue, Acoustical 
Symposium. Summary of Proceedings of STP 
284, 1001: 
damaging effect of a random load (Weibull). 
experimental techniques and — 
(Forney). 
introduction (Lazan). 
material properties and the role of cnet 
(Trapp and Lazan). 
prediction of life (Schjeldrup). 
structural metals under random ae 
(Freudenthal). 
Fatigue Testing 
high-temperature, vacuum, axial, testing ma- 
chine (Stephens and Sinclair). Published in 
ASTM Buttetin, No. 249, Oct., 44 (TP 
188). 
Fibers 
Report of Committee D-13, 365. 
Filter Block, Clay i 
Report of Committee C-15, 277 ro 
Finances 
ASTM, 1959, Published in ASTM BuLteti, 
No. 244, Feb., 8. T 
auditor’s report, 57. as - 
Report of Board of Directors, 51. 
Fire Testing 
proposed method 
for surface flammability of building ma- 
terials using an 8-ft tunnel furnace. Re- 
port of Committee E-5 (appendix), 462. 
Report of Committee E-5, 460. 
Fireclay Brick 
Report of Committee C-8, 260. 
Flexible Barriers 
Report of Committee F-2, 495. 
Flexural Strength 
phenolic moldings (Elmer and Harrington). 
Published in ASTM BULLETIN, No. 249, 
Oct., 35 (TP 179). 
Flexure 
determining strength of concrete (Kaplan), 
1006 (R). Disc., 1018. 
Floor Covering 
hardness of, measurement of human reaction 
to (Schjodt). Published in ASTM Buttetin, 
No. 247, July, 53 (TP 119). 
Floor Polishes 
Report of Committee D-21, 415. 
Floor Wax 
Report of Committee D-21, 415. 
Flow 
bulk solids (Jenike, Elsey, and Woolly), 1167. 
Disc., 1182. 
Fluids, Hydraulic 
disiloxane-base, thermal stability of (Willard). 
Published in ASTM Bvuttetin, No. 249, 
Oct., 52 (TP 196). 
Fracture Testing 
sheet materials, high-strength (report of 
special ASTM Published in 
ASTM Bu ttetin, No. 243, Jan., 29; No. 
244, Feb., 18. 
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Freezing rate 
importance in frost action in soils (Penner), 
151 (R). 
Fuels 
diesel, use of 2,2,4,4,6,8,8-heptamethyl- 
nonane as primary reference (Mears, David, 
and Howard). Published in ASTM BuLte- 
TIN, No. 245, April, 75 (TP 81). 
gaseous 
Report of Committee D-3, 326. 
Report of Committee D-2, 316. 
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Gaseous Fuels 
Report of Committee D-3, 326. 
Gasolines 
determination of tetraethyllead. Published in 
ASTM BuLttetin, No. 250, Dec., 13. 
Report of Committee D-2, 316. 
See also Petroleum and Olis. 
Glass 
research at the National Bureau of Standards. 
Published in ASTM Buttetin, No. 247, 
July, 45. 
Glide vehicle 
mechanical behavior of Inconel 718 alloy 
(Tiner & Fischler), 825 (R). 
Gloss 
Report of Committee E-12, 480. 
Glycerin 
methods for phthalate ester color, historical 
review and supporting data. Report of 
Committee D-1 (appendix I), 311. 
Granite 
building 
Report of Committee C-18, 288. 
Grout 
chemical, permeability of sand stabilized with 
(Dorion, Burkhard, and White). Published 
in ASTM Buttetin, No. 250, Dec. 34 
(TP 212). 
Gun Firing 
cevices for simulating under, static conditions 
(Noonan, Heinemann, Lowell, and Tweed). 
Published in ASTM Buttetin, No. 248, 
Sept., 33 (TP 147). 
Gypsum 
Report of Committee C-11, 272. 
Gypsum Plaster 
normal consistency of, method for determina- 
tion (Kuntze). Published in ASTM Butte- 
TIN, No. 246, May, 35, (TP 95). 
physical changes in setting (Disc.). Published 
in ASTM BuLtetin, No. 243, Jan., 51 (TP 


9). 
Hardness 


microhardness tester for high-temperature use 
(Westbrook). Published in ASTM Bu 
TIN, No. 246, May, 53 (TP 113). 

of floor coverings, measurement of human re- 
action to (Schjodt). Published in ASTM 
BuLteTin, No. 247, July, 53 (TP 119). 

of plastics, testing (Boor). Published in ASTM 
BuLLetin, No. 244, Feb., 43 (TP 47). 
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polymeric materials, penetration tester for 
measuring (Gardiner, Jordan, and Adams). 
Published in ASTM Buttetin, No. 246, 
May, 38 (TP 98). 

SAE 4340 steel, low-temperature, correlation 
with tensile strength (Nunes and Larson). 
Published in ASTM Buttetin, No. 249, 
Oct. 25, (TP 169). 

testing 
Report of Committee E-1, 439. 

Hardware 

Report of Committee A-5, 111. 

tests 
Report of Subcommittee XVI of Committee 

A-5, 116. 
Heptamethylnonane 

use as a primary reference diesel fuel (Mears, 
David, and Howard). Published in ASTM 
BULLETIN, No. 245, April, 75 (TP 81). 

High Temperature 

tester for microhardness (Westbrook). Pub- 
lished in ASTM Buttetin, No. 246, May, 
53 (TP 113). 

vacuum, axial fatigue testing machine (Steph- 


ens and Sinclair). Published in ASTM But- 
LETIN, No. 249, Oct., 44 (TP 188). 
vacuum equipment for treatment of reactive 
and refractory metals (Feild and Peckham). 
Published in ASTM Buttetin, No. 244, 
Feb., 34 (TP 38). 
Highway Materials 
Report of Committee D-4, 328. 
Honorary Membership 
ASTM. Published in ASTM Buttetry, No. 
247, July, 21. 
Honors and Awards 
Report of Board of Directors, 50. 
Hot-cracking 
effect of alloying additions 
austenitic chromium-nickel stainless steels 
(Hull,) 667 (R). Disc., 686. 
Hydraulic Cement 
Report of Committee C-1, 247. 
Hydraulic Fluids 
disiloxane-base, thermal stability of (Willard). 
Published in ASTM Bvutietin, No. 249, 
Oct., 52 (TP 196). 
Hydrocarbons 
aromatic 
interlaboratory testing, proposed recom- 
mendations for. Report of Committee 
D-16 (appendix), 381. 
Report of Committee D-16, 377. 
Hydrogen Embrittlement 
notched ring specimens (Williams, Beck, and 
Jankowsky), 1192. Disc., 1199. 
I 
Ignition Characteristics 
of diesel fuel, use of 2,2,4,4,6,8,8-hepta- 
methylnonane as primray reference (Mears, 
David, and Howard). Published in ASTM 
Buttetin, No. 245, April, 75 (TP 81). 
Impact 
phenolic moldings (Elmer and Harrington). 
Published in ASTM Buttetin, No. 249, 
Oct. 35, (TP 179). 
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sensitivity, determining characteristics of 
materials with highly reactive oxidizers 
(Kopituk). Published in ASTM Bu tetiy, 
No. 250, Dec. 52 (TP 229). 
sensitivity to detonation of materials in con- 
tact with liquid oxygen, instrument for 
testing (Lucas and Riehl). Publsihed in 
ASTM Buttetin, No. 244, Feb., 29 (TP 
33). 
tensile properties of metals (Steidel and Mak- 
erov). Published in ASTM Bvuttetin, No. 
247, July, 57 (TP 123). 
Industrial Chemicals 
analysis and testing 
Report of Committee E-15, 486. 
Industrial Waste Water 
Report of Committee D-19, 393. 
Inks 
printing, and ink vehicles, modified Mac- 
Michael viscometer to determine consistency 
of (Cummings). Published in ASTM But- 
LETIN, No. 250, Dec., 49 (TP 227). 
Insulating Materials 
electrical 
Report of Committee D-9, 347. cv 
thermal 
Report of Committee C-16, 281. 
Insulating Wire and Cable 
Report of Committee D-11, 355. 
Insulation 
magnet wire, compatibility with epoxy en- 
capsulating resins (Lee). Published in ASTM 
BULLETIN, No. 247, July, 69 (TP 135). 
oils, insulating, development of (Furby and 
Hanly). Published in ASTM BuLtetin, No. 
248, Sept., 41 (TP 155). 
International Relations 


Report of Administrative Committee on 

Standards, 71. 
Iron 

cast 
Report of Committee A-3, 108. 

corrosion 
Report of Advisory Committee on Corro- 

sion, 234. 


Report of Committee A-5, 111. 
Report of Committee E-3, 452. 


Joint Sealants 


Report of Committee C-24,298. 


Laboratories 
plan for the self-qualification of (McPherson). 
Published in ASTM Buttetin, No. 246, 
May, 17. 
Lamination Factor 
of small steel disk, correlation with roughness 
factor (Begovich). Published in ASTM But- 
LETIN, No. 248, Sept., 56 (TP 166). 
Langley 
unit for timing outdoor exposures (Caryl), 
Published in ASTM Buttetin, No. 243, 
Jan. 55 (TP 13). 
Latex 
paints, permeability to water (Simon). Pub- 


+ 


separate pampiiet). 
Marburg (34th), solar energy (Daniels). Pub- 
lished in ASTM Butietin, No. 245, April, 
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lished in ASTM Buttetin, No. 249, Oct., 
48 (TP 192). 
Lead 
corrosion of coated hardware : 
Report of Subcommittee XVI of Commit- 


tee A-5, 116. 
Report of Committee B-2, 135. ; | 
Leather 
Report of Joint Committee on Leather, 435. é 
Lectures 
Gillett (8th), nuclear fuel element develop- 
ment (Dalzell). Published in ASTM 
LeTIN, No. 245, April, 10. (also issued asa V4 


10. (also issued as a separate pamphlet). 
Light Metals 
Report of Committee B-7, 170. ‘ 
See also Proposed Recommendations. 
Lightfastness 
of pigment colors, testing of (Spengeman and 
Wormald). Published in ASTM BuLtetin, 
No. 249, Oct., 29 (TP 173). 

Lime 
Report of Committee C-7, 257. J 
Lithium 

Report of Committee B-2, 135. 
Long-Range Planning 
Report of Board of Directors, 56. «4 a 

Low-Temperature 
Symposium on Low-Temperature Properties it 

of High-Strength Aircraft and Missile o 
Materials—Summary of Proceedings of 
STP 287, 1004: 

aluminum alloy weldments (Lucas and 
Cataldo). 

aluminum and magnesium alloys theraml 


4 


cycling (Weiss, Schaeffer, Saul, and 

Sachs). 
aluminum sheet alloys—sharp-notch be- | 

havior (Hanson, Stickley, and Richards). : 


cold rolled AISI types 301, 302, 304 ELC 
and 310 stainless steel (Watson and Chris- 
tian). 
effect of rolling on stainless steel (Mayne) he 
43XX-Vanadium modified and 5% Cr sheet Se 
steels—efiect of carbon content (Klier). ‘ 
magnesium alloys (Fenn). 
mechanical properties (Reed, Mikesell, 
and Greeson). 
materials for use at liquid hydrogen tem- 
peratures (Belton, Godby and Taft). 
steel 
mechanical properties in base metal and 
welded joint configuration (Watson and 
Christian). 
stainless and low-alloy steels (Campbell 
and Rice). 
titanium and steel sheet alloys 
effect of stress concentration on tensile 
strength (Sachs and Sessle). 
titanium sheet alloys—sharp-edge-notch 
tensile characteristics (Epsey, Jones, and 
Brown). 
Lubricants 
Report of Committee D-2, 316. 
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(Fenn), 940 (R). Disc., 955. 
Magnesium Alloys 
atmospheric exposure tests 
ASTM test sites (Adam and Dougherty). 
Report of Committee B-7 (appendix II), 
186. 


elevated temperature properties (Voorhees 
and Freeman) (J/ss as STP 291). ls 
_ Magnetic Particle Inspection 
Report of Committee E-7, 471. 
Magnetic Properties 
Report of Committee A-6, 124. 
Magnetic Testing 
Report of Committee A-6, 124. 
Masonry 

brick panels, moisture penetration of (Ritchie 
and Plewes). Published in ASTM BuLtetin, 
No. 249, Oct., 39 (TP 183). 

ceramic, potential and past moisture expan- 
sion, tests for (Waters, Hosking, and 
Hueber). Published in ASTM BUvuLLetIN, 
No. 245, April, 55, (TP 61). ; 

Mass Spectrometry 
Report of Committee E-14, 484. 
Materials 

education in 

Report of Administrative Committee on 
Education in Materials, 86. 
Materials Research 

for defense (Speight). Published in ASTM 

BuL.etin, No. 250, Dec., 6 
Materials Sciences 

published in ASTM BuLtetin, No. 249, Oct., 
22; No. 250, Dec., 11. 

Report of Board of Direc tors, 54. 

See also Symposium on Nature and Origin of 
Strength of Materials—Summary of Pro- 
ceedings of STP 283, 499. 

Measurement 

the meaning of (Baker). Published in ASTM 

BULLETIN, No. 245, April, 42. (ACR notes). 
Medals 

Charles B. Dudley Medal. Published in ASTM 
BULLETIN No. 247, July, 28. 

Meetings a 

Annual Meeting—1960 (63rd) 

summary of Proceedings, 1 : 

Report of Board of Directors, 45 

published in ASTM Bu LLETIN, No. 244, 
Feb., 5; 245, ; No. "246, May, 
$: No. 247, July, 5 

awards of merit, No. ‘247, July, 22. 

committee, technical, new officers for 

1960, No. 248, Sept., 20. 

honorary members elected, No. 247, July, 
21. 


Marburg lecture, thirty-third (Mark), 
No. 245, April, 31. 

Marburg and Gillett lecturers, No. 245, 
April, 10. 


Supyect INDEX 


Lumber an medals and awards, No. 247, Jul , 28. 
See Wood. national officers elected, No. 18. 
\ ; new tentatives and standards, No. 247, 
July, 31. 
Magnesium photographic exhibit, 1960 prize winners, 
compression testing utilizing rapid heating No. 248, Sept., 16. 


president’s address, international aspects 
of ASTM (LaQue), No. 247, July, 7. 

preview, No. 243, Jan., 26; No. 244, Feb., 
5; No. 246, May, 5. 

provisional program, No. 245, April, 18. 


sessions and symposia. ‘Published in 
ASTM Buttetin, No. 247, July, 9. 
testing apparatus exhibit. Published in 


ASTM Bu tteti, No. 245, April, 11. 
near record in Chicago. Published in ASTM 
BULLETIN, No. 245, April, 45. 
preview, 1961 meeting in Cincinnati, Ohio, 
Jan. 30-Feb. 3. Published in ASTM But. 
Report of Board of Directors, 1960, 45. 
Report of Board of Directors, 40. 
Third Pacific Area National Meeting 
Report of Board of Directors, 45. _ 
Report of Board of Directors, 47. 
Metal Cleaners 
bibliographical abstracts (Harris) (issued as 
STP 90-E, 1960). 
Report of Committee A-5, 111. 
Report of Committee C-22, 295. 
Meta! Powders 
cae of Committee B-9, 230. 
Mets lography 
Report of Committee E-4, 457. 
Symposium on Methods of Specimen Prep- 
poe aaa of Proceedings of STP 
Fs soy surface pitting in polishing ce- 
ramic materials (Snow). 
introduction (Norton). 
polishing 
mechanical (Link). 
vibratory (Rothstein and Turner). 
vibratory in hot cell application (Long, 
Meador, and Gray). 
steel (Brandenburg). 
techniques for nuclear reactor tnaterials 
(Cain). 
use of diamond abrasions (Olden). 
ASTM But etin, No. 248, Sept., 18. (ACR 
notes). 
Metals 
tensile impact of (Steidel and 
No. 247, July, 57 (TP 123). 
Mica 
Report of Committee D-9, 347. 
Microhardness 


Committee Week (1960) 
a No. 250, Dec., 5 
Membership 
Metal Coatings 
rt of Committee E-3, 452. 
285, 1 
automatic (Anderson). 
retention and identification of inclusions in 
the pendulum swings on (Sisco). Published in 
Makerov). Published in ASTM BuLtetin, 
tester for high-temperature use (Westbrook). 
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Published in ASTM Bu ttetin, No. 246, 
May, 53 (TP 113). 
Mineral Materials, Sorptive 
Report of Committee C-23, 297. 
Missile Materials 
See Symposium on Low-Temperature Proper- 
ties of High-Strength Aircraft and Missile 
Materials—Summary of Proceedings of 
STP 287, 1004, and Symposium on Acousti- 
cal Fatigue—Summary of Proceedings of 
STP 284, 1001. 
Moisture 
penetration of brick masonry panels (Ritchie 
and Plewes). Published in ASTM Butte- 
TIN, No. 249, Oct., 39 (TP 183). 
surface, at corrosion sites, measurement of 
(Sereda). Published in ASTM BvuLLetin, 
No. 246, May, 47 (TP 107). 
Molybdenum 
Report of Committee B-2, 135. 
Mortars 
chemical-resistant 
Report of Committee C-3, 253. 
Report of Committee C-1, 247. — 


N 
National Bureau of Standards 
glass research at. Published in ASTM But- 
LETIN, No. 247, July, 45. 
National Officers of ASTM 
elected 1960. Published in ASTM BvuLLetin, 
{ No. 247, July, 18. 
Natural Building Stones 
Report of Committee C-18, 288. 
Naval Stores 
Report of Committee D-17, 386. 
New Members 
published in ASTM Buttetm, No. 243, Jan., 
86; No. 244, Feb., 70; No. 245, April, 92; 
No. 246, May, 74; No. 247, July, 88; No. 
248, Sept., 66; No. 249, Oct., 66; No. 250, 
Dec., 70. 
Nickel 
Inconel 718 alloy 
mechanical behavior for design of glide 
vehicle (Tiner and Fischler), 825 (R). 
relaxation characteristics of Inconel at ele- 
vated temperatures (Kennedy and Douglas), 
867 (R). Disc., 881. 
Report of Committee B-2, 135. 
Report of Committee E-3, 452. 
Nickel Alloys 
Report of Committee B-2, 135. _ 
Nitrogen Resins 
method for urea content, experimental data. 
Report of Committee D-1 (appendix II), 
314. 
Nondestructive Testing 
Report of Committee E-7, 471. 
Nuclear Fuel 
development (Dalzell) (Gillett Lecture). Pub- 
lished in ASTM BuLtetin, No. 245, April, 
10, (also issued as a separate pamphlet). 
Nuclear Tests 
soils 


See Symposium on Nuclear Methods for 
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Measuring Soil Density and Moisture— 
Summary of Proceedings of STP 293, 


1166. 
Observation 
See Quality of Observation, 1204. = 
fficers 


national ASTM, elected 1960. Published in 
ASTM BuLtetm, No. 247, July, 18. 
retired ASTM committee. Published in ASTM 
BULLETIN, No. 248, Sept., 14. 
technical committee, elected 1960. Published 
in ASTM No. 248, Sept., 20. 
ils 


insulating, determination of dielectric strength 
(Ast). Published in ASTM Buttetin, No. 
250, Dec., 36 (TP 214). 
insulating, development of (Furby and Hanly). 
Published in ASTM Buttetin, No. 248, 
Sept., 41 (TP 155). 
Test 
Report of Committee D-19, 393. 4 
OTS Research Reports 7 
published in ASTM BuLtetin, No. 244, Feb.. - 
74; No. 245, April, 124; No. 246, May, 72; 4 
No. 247, July, 95; No. 248, Sept., 79; No. "hey 
‘ 249, Oct., 93; No. 250, Dec., 93. 
xides 
magnesium, manganic, sodium, and pots 
sium, in portland cement, by flame pho- 
tometry (Ford). Published in ASTM But- 
LETIN, No. 250, Dec., 25 (TP 203). 
Oxidizers 
highly reactive, method to determine impact 
sensitivity of materials with (Kopituk). 
Published in ASTM Bu ttetin, No. 250, 
Dec., 51 (TP 229). 
Oxygen 
liquid, sensitivity to detonation of materials 
in contact with, instrument for testing 
(Lucas and Riehl). Published in ASTM But- 
LETIN, No. 244, Feb., 29 (TP 33). 
P 
Packaging 
Report of Committee D-10, 353. 
Report of Committee F-2, 495. 
Paint 
latex, permeability to water (Simon). Pub- 
lished in ASTM Buttetin, No. 249, Oct., 
48 (TP 192). 
Report of Committee D-1, 300. 
Paper 
Report of Committee D-6, 336. 
Paperboard 
Report of Committee D-6, 336. sy 
Papers and Publications 
Report of Administrative Committee on Pa- 
pers and Publications, 79. 
Report of Board of Directors, 46. 
Particle Size 
and dispersion of tungsten powder, effect of 
dispersion techniques (Michaels, Weaver, 
and Nelson). Published in ASTM Buttetin, 
No. 247, July, 74 (TP 140). 


| 
8 
| 
| 
| 
2 
| 
¥ 


Penetration Tester 
for measuring hardness of polymeric materials 
(Gardiner, Jordan, and Adams). Published 
in ASTM Bu ttetin, No. 246, May, 38 (TP 
98). 
Permeability 
plastics, calibration technique for measuring 
apparatus (McAvoy). Published in ASTM 
BULLETIN, No. 243, Jan., 52 (TP 10). 
sand stabilized with a chemical grout (Dorion, 
Burkhard, and White). Published in ASTM 
BuLtetin, No. 250, Dec., 34 (TP 212). 
to water, of latex paints (Simon). Published 
in ASTM Bu ttetin, No. 249, Oct., 48 (TP 
192). 
Petroleum 
Report of Committee D-2, 316. 
Phenolic 
moldings, flexural and impact strength (Elmer 
and Harrington). Published in ASTM But- 
LETIN, No. 249, Oct., 35 (TP 179). 
Photographic Exhibit 
ASTM, 1960 prize winners. Published in 
ASTM Butetin, No. 248, Sept., 16. 


Report of Committee E-3, 452. 
Photometry 
flame, to determine magnesium, manganic, 
sodium, and potassium oxides in portland 
cement (Ford). Published in ASTM Bvt- 
LETIN, No. 250, Dec., 25 (TP 203). 
Phthalate Ester Color of High-Gravity Glycerin 
historical review and supporting data for 
methods. Report of Committee D-1 (ap- 
pendix I), 311. 
Pigments 
lightfastness 


Photometric Methods of Chemical ate sis | j 


testing of (Spengeman and 
Wormald). Published in ASTM BvuLLETIN, 
No. 249, Oct., 29 (TP 173). 
Report of Committee D-1, 300. 
Report of Committee D- 24, 423. 
Pipe +. 
clay 
Report of Committee C-4, 255. a 
concrete, Report of Committee C-13, 275. 
plastic, Report of Committee D-20, 402. 
Pitch 
roofing materials 
Report of Committee D-8, 345. 


Plaster 
gypsum, normal consistency of, method for 
determination (Kuntze). Published in 


ASTM Buttetin, No. 246, May, 35 (TP 
95). 
gypsum, physical changes in setting (Disc.). 
Published in ASTM Buttetin, No. 243, 
Jan., 51 (TP 9). 
Plastic Beams 
predicting creep deflections (Schulte), 895. 
Plastics 
accelerated aging of vinyl plastic compounds 
(Royen). Published in ASTM BULLETIN, 
No. 243, Jan., 43 (TP 1). 
compatibility of magnet wire insulations and 
epoxy encapsulating resins (Lee). Published 
in ASTM Buttetin, No. 247, July, 69 
(TP 135). 


hardness, abrasion, and wear resistance, test- 
ing (Boor). Published in ASTM BULLETIN, 
No. 244, Feb., 43 (TP 47). 
penetration tester for measuring hardness of 
polymeric materials (Gardner, Jordan, and 
Adams). Published in ASTM BuLtetin, No. 
246, May, 38 (TP 98). 
permeability, calibration technique for meas- 
uring apparatus (McAvoy). Published in 
ASTM BULLeEt iy, No. 243, Jan., 52 (TP 10). 
phenolic moldings, flexural and impact 
strength (Elmer and Harrington). Published 
in ASTM BuLtetin, No. 249, Oct., 35 (TP 
179). 
polyethylene 
brittleness temperature, test for (Bata and 
Ito). Published in ASTM Buttery, No. 
248, Sept., 55 (TP 165). 
compression-molded, creep characteristics of 
(Gohn and Cummings). Published in 


ASTM Bu Ltetin, No. 247, July 64 (TP 
130). 
environmental stress-cracking, measure- 


ment of (Rudin and Birks). Pubiished in 
ASTM BUwLLETIN, No. 245, April, 60 (TP 
66). 
measurement of brittleness temperature 
(Birks and Rudin). Published in ASTM 
BULLETIN, No. 246, May, 49 (TP 109). 
Report of Committee D-9, 347. 
Report of Committee D-20, 402. 
Polyethylene 
brittleness temperature, measurement of 
(Birks and Rudin). Published in ASTM 
BULLETIN, No. 246, May, 49 (TP 109). 
brittleness temperature, test for (Bata and 
Ito). Published in ASTM Buttetim, No. 
248, Sept., 55 (TP 165). 
creep characteristics of 
(Gohn and Cummings). Published in ASTM 
BULLETIN, No. 247, July, 64 (TP 130). 
environmental stress-cracking, measurement 
of (Rudin and Birks). Published in ASTM 
id BULLETIN, No. 245, April, 60 (TP 66). 
Polymers 
hardness of, penetration tester for measuring 
(Gardiner, Jordan, and Adams). Published 
in ASTM Buttetiy, No. 246, May, 38 (TP 
98). 


Porcelain Enamel 
Report of Committee C-22, 295. 

of Committee E-15 (appendix), 489. 

Preservatives, Wood 


new,—new problems (Mark) (33rd Marburg 
lecture). Published in ASTM Bvuttetin, 
No. 245, April, 31. 
Portland Cement 
Report of Committee C-1, 247. a 
See also Cement 
Precision Data 
Report of Committee D-7, 339. 
President’s Address 
international aspectS of ASTM (LaQue), 37. 
Published in ASTM Bvuttetin, No. 247, 


See also Plastics. 
proposed glossary of statistical terms. Report 
July, 7 
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Pressure Vessel Materials 
low-cycle fatigue (Sachs, Gerberich, Weiss & 
Latorre), 512. 
Proposed Glossary 
of statistical terms. Report of Committee E-15 
(appendix), 489. 
Proposed Methods 
building materials 
surface flammability. Report of Committee 
E-5 (appendix), 462. 
petroleum products 
autoignition temperature of petroleum prod- 
ucts. Published in 1960 Compilation of 
ASTM Standards on Petroleum Products, 
p. 1073. 
automatic digital computer subroutine for 
volume correction tables. Published in 
1960 Compilation of ASTM Standards on 
Petroleum Products, p. 1069. 
depentanization of gasolines and naphthas. 
Published in 1960 Compilation of ASTM 
Standards on Petroleum Products, p. 
1052. 
effect of air supply on smoke density in dis- 
tillate fuel burning equipment. Published 
in 1960 Compilation of ASTM Standards 
on Petroleum Products, p. 1041. 
isolation of saturates fraction from low- 
olefinic stocks. Published in 1960 Com- 
pilation of ASTM Standards on Petro- 
leum Products, p. 1056. 
load-carrying capacity of steam turbine oils. 
Published in 1960 Compilation of ASTM 
Standards on Petroleum Products, p. 
1083. 
naphthene in reformer charge and product 
by refractivity intercept. Published in 
1960 Compilation of ASTM Standards on 
Petroleum Products, p. 1049. 
particulate matter in aviation fuels. Pub- 
lished in 1960 Compilation of ASTM 
Standards on Petroleum Products, p. 
1077. 
preparing specimen grids by electron micro- 
scopy. Published in 1960 Compilation of 
ASTM Standards on Petroleum Products, 
p. 1064. 
sulfate content of oil-soluble sulfonates. 
Published in 1960 Compilation of ASTM 
Standards on Petrolum Products, p. 1061. 
tetraethyllead in gasoline by flame photom- 
eter. Published in 1960 Compilation of 
ASTM Standards on Petroleum Products, 
p. 1044. 
plastics 
light dosage in light and weathering test ap- 
paratus. Published in 1960 Compilation of 
ASTM Standards on Plastics, p. 595. 
tex system 
designation of yarn number, introduction. 
Published in ASTM Buttettn, No. 247, 
July, 48. Also published in 1960 Compila- 
tion of ASTM Standards on Textile Ma- 
terials, p. 818. 
soaps and detergents 
analysis of caustic soda by solution A-C arc 
technique. Published in 1960 Compilation 


a 


of ASTM Standards on Soaps and Other 
Detergents, p. 259. 

determination of solids by infrared moisture 
balance. Published in 1960 Compilation of 
ASTM Standards on Soaps and Other 
Detergents, p. 265. 

measuring redeposition of soil on cotton 
fabric. Published in 1960 Compilation of 
ASTM Standards on Soaps and Other 
Detergents, p. 266. 

Proposed Recommendations 
affecting standards 

copper and copper alloys, cast and wrought. 
Report of Committee B-5 (appendix), 149. 

light metals and alloys, cast and wrought. 
Report of Committee B-7 (appendix I), 
174. 

steel. Report of Committee A-1 (appendix), 


textile materials. Report of Committee D-13 
(appendix), 367. 
fire testing 
surface flammability of building materials. 
Report of Committee E-5 (appendix), 462. 
precision data 
proposed glossary of statistical terms. Re- 
port of Committee E-15 (appendix), 489. 
for interlaboratory testing of industrial 
aromatic hydrocarbons and related mate- 
rials. Report of Committee D-16 (appendix), 


Protein Materials 
Report of Committee D-25, 426. 
Publications 
new ASTM publications. Published in ASTM 
BULLETIN, No. 243, Jan., 22; No. 244. Feb., 
11; No. 245, April, 39; No. 246, May, 8; 
No. 247, July, 36; No. 248, Sept., 10; No. 
249, Oct., 12; No. 250, Dec., 8. 
Report of Administrative Committee on Pa- 
pers and Publications, 79. 
Report of Board of Directors, 46. 
to be published by ASTM in 1960-1961. Pub- 
lished in ASTM Buttetin, No. 249, Oct., 
12 


Punch Card 
handling of atmospheric data (Ailor and Hodg- 
son). Published in ASTM Buttetin, No. 
250, Dec., 45 (TP 223). 


Q 
Quality Contyol 
Report of Committee E-11, 477. 
Quality of Ot 


ervation 
Symposiun} on Quality of Observation—Sum- 
mary of Proceedings, 1204: 
evaluating accuracy (Youden). 
planned experiments analysis (Terry). 
precision and accuracy meaning (Murphy). 
precision; how to evaluate (Conner). 
Quicklime 
Report of Committee C-7, 257. 
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Radiant Heating 
evaluation of thermocouple 
(Burcham), 957. Disc., 971. 
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Radiography 
Report of Committee E-7, 471, 
Radioisotopes 
Report of Committee E-10, ne. 
Random Samples 
current materials news. Published in ASTM 
BULLETIN, No. 243, Jan., 78; No. 247, July, 
52; No. 248, Sept., 32. 
Radiation 
solar, use of the Langley for measuring (Caryl). 
Published in ASTM Bvuttetin, No. 243, 
Jan., 55 (TP 13). 
Radiation Effects 
Report of Committee E-10, 476. 
Symposium on Radiation Effects and Radia- 
tion Dosimetry—Summary of Proceed- 
ings of STP 286, 1203: 
Bragg-Gray cavity chamber (Ritz and At- 
tix). 
effect of neutron irradiation on Charpy and 
drop weight test (Hawthorne and Steele). 
energy absorption 
effect of sample parameters (Johnston). 
fuel depletion studies 
radiochemistry and mass spectrometry 
(Hudgens). 
gamma ray dosimetry (Hale, Johnson, Dec, 
Coss, Sessoms, Hemmig, Rice, and 
Brocklehurst). 
irradiation testing in CP-5 reactor (Silli- 
man, Shoudy, Huebotter, and Blessing). 
materials irradiation studies (Steele and 
Hawthorne). 
measurement of energy absorbed from pile 
neutrons (Binder, Bopp, and Towns). 
neutron spectrum determinations at low 
flux levels (Kruger). 
parameters in testing high polymers (Fritz). 
reactor spectra consideration (Romanko). 
Refractories 
Report of Committee C-8, 260. 
Refractory Metals 
high-temperature, vacuum equipment for 
treatment of (Field and Peckham). Pub- 
lished in ASTM Buttetin, No. 244, Feb., 
34 (TP 38). 
in superalloys (Parker), 849 (R). Disc., 866. 
tungsten powder, particle size and distribu- 
tion (Michaels, Weaver, and Nelson). Pub- 
lished in ASTM Buttetin, No. 247, July, 
74 (TP 140). 
Research 
Report of Administrative Committee on Re- 
search, 78. 
Resins 
epoxy, encapsulating, compatibility with mag- 
net wire insulations (Lee). Published in 
ASTM Bu ttetin, No. 247, July, 69 (TP 
135). 
nitrogen 
method for urea content, experimental 
data. Report of Committee D-1 (ap- 
pendix IT), 314. 
solutions 
viscosity, interlaboratory data. Report of 
Committee D-1 (appendix III), 315. 


Resistance Strain Gages 

evaluation at elevated temperatures (Bloss), 
1207. 
Rheology 
of elastomers, at low temperatures (Boor, 
Hanok, Conant, and Scoville). Published in 
ASTM Buttetin, No. 246, May, 25 (TP 
85). 
Road and Paving Materials 
Session. ced of Proceedings of STP 294, 
1167: 
air-permeabilities of asphalt concrete (Ellis 
and Schmidt). 
effect of compaction temperature, bitumi- 
nous concrete (Kiefer). 
emulsified asphalt tests (McConnaughay). 
influence of asphalt composition on RKhe- 
ology (Winniford). 
laboratory tests and specifications for set- 
ting and mixing (Mertens, Coyne, and 
Rogers). 
stress deformation characteristics of sand 
bituminous mixtures (Carpenter). 
Road Materials 
Report of Committee D-4, 328. : 
Report of Committee D-18, 388. . = 
Roofing Materials 
Report of Committee D-8, 345. 


Rosin 
Report of Committee D-17, 386. gS 
Roughness Factor 
of small steel disk, measurement of (Begovich). 
Published in ASTM ButtteIn, No. 248, 
Sept., 56 (TP 166). 
Rubber 
and other elastomeric vulcanizates, method 
for classifying (Catton, Edwards, and 
Loring). Published in ASTM Buttetin, No. 
243, Jan., 69 (TP 27). 
Report of Committee D-11, 355. 


Rubber Chemicals 
Report of Committee D-11, 355. 
Report of Committee D-24, 423. 


Sand 
permeability of, stabilized with chemical 
grout (Dorion, Burkhard, and White). Pub- 
lished in ASTM Butte TIN, No. 250, Dec., 
34 (TP 212). 
relative density of, measurement (Kitago and 
Kozaki). Published in ASTM BuLtetrn, 
No. 248, Sept., 36 (TP 150). 
standard Ottawa, test method for air-entrain- 
ment of (DeFore and Corah). Published in 
ASTM Bvuttetin, No. 248, Sept., 48 (TP 
162). 
Sandwich Construction 
peel test 4 
Report of Committee D-14, 371. =e 
Science 
improving, in secondary education (Shobert). 
Published in ASTM Buttetin, No. 246, 
May, 7 (ACR notes). 


Sealants 
for joints 
Report of Committee C-24, 298. ~ 
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Semiconductors 
Report of Committee F-1, 491. 
Shear and Torsion Testing 
Symposium. Summary of Proceedings of STP 
adhesive bonding—preparation of metal sur- 
face (Shane). 
load transfer in weld spots (Freytag). 
metal-to-metal bond (Lunsford). 
metal-to-metal bond—lap joint shear test 
(Shane). 
panel shear test 
photoelastic evaluation (Bryan). 
photoelastic coating (Zandman). 
refractory materials at 2800 C (Waller and 
Stehsel). 
solid materials (Clapper). 
stress distribution (Yen). 
study of high polymers by torsion pendulum 
(McCrum). 
tensile loaded specimen design and devel- 
opment (Zapel). 
test for determining shear modulus of sand- 
wich core materials (Raville, Bickford, 
and Huber). 
wood, plywood, and sandwich constructions 
(Youngquist and Kuenzi). 
Sheet Materials 
high-strength, fracture testing of (report of 
special ASTM committee). Published in 
ASTM Bu ttetin, No. 243, Jan., 29; No. 


244, Feb., 18. 
Sheets, Iron and Steel 
Report of Committee A-5, 111. 
Shipping Containers ma 
Report of Committee D-10, 353. - 
Siding Materials 
Report of Committee D-8, 345. Ge! 
Silicon Steel 
Report of Committee A-6, 124. I. . 
Simulated Service Testing 
Report of Administrative Committee (appen- 
dix VI), 85. 
Soaps 
Report of Committee D-12, 361. 
. Sodium 
movement of, in portland cement (Hall and 
Rhodes). Published in ASTM BULLETIN, 
No. 245, April, 66 (TP 72). 
Report of Committee B-2, 135. 
Soils 
frost action 
importance of freezing rate (Penner), 1151 


R). 
preloaded fine grained 
settlement (Zegarra), 1109, Disc., 1118. 
remolded Niagara clay 
compressive strength (Bazett and Smo- 
trych), 1124. Disc., 1132. 
Report of Committee D-18, 388. 
stress-strain relations 
duplication of prototype (Ahlvin and 
Brown), 1137, Disc., 1149. 
Symposium on Nuclear Methods for Measur- 


ing Soil Density and Moisture—Sum- 
_ mary of Proceedings of STP 293, 1166: 
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INDEX 


airfield pavement construction (Carlton). 


evaluating equipment (Carey, Shook, and — 


Reynolds). 
neutron Moisture meter (Burn). 


nuclear Chicago d/M gage (Neville and — 


Van Zelst). 
sand cone methods (Mintzer). 


surface probes on O’Hare Field (Gnaedin- — 


ger). 
Solar energy 
utilization (Daniels) (Marburg Lecture) Pub- 
lished in ASTM Buttetin No. 245, April, 
10 (also issued as a separate pamphlet). 
Solder 
Report of Committee B-2, 135. 
Solvents 
halogenated organic 
Report of Committee D-26, 428. 


Report of Committee D-1, 300. ade 
Sorptive Mineral Materials 

Report of Committee C-23, 297. _ 
Spectrometry 

Mass 


Report of Committee E-14, 484. 5 
Spectroscopy 
Report of Committee E-2, 448. 
Report of Committee E-13, 482. ~ «t 
Report of Committee E-14, 484. 


X-Ray 
Index to the Literature, Part I, 1913-1957. 


(issued as STP 292). 
Spin Fracture Test 


rotor steels in brittle fracture (Sankey), m1 


(R). Disc., 733. 
Standardization 
actions on standards. Published in ASTM But- 
LETIN, No. 243, Jan., 25; No. 244, Feb., 28; 
No. 245, April, 30; No. 246, May, 10; No. 
247, July, 31; No. 250, Dec., 10. 
_and the purchaser (Brunberg). Published in 
ASTM Buttetin, No. 249, Oct., 6. 
federal government standards changes. Pub- 
lished in ASTM Buttetrin, No. 243, Jan., 
102; No. 244, Feb., 89; No. 245, April, 125; 
No. 247, July, 112; No. 248, Sept., 96; No. 
249, Oct., 91; No. 250, Dec., 94. 
larger U. S. effort in international (Scott). 
Published in ASTM Buttetin, No. 249, 
Oct., 10. 
Report of Administrative Committee on 
Standards, 71. 
Standards 
ASTM, for highway materials (Hveem). Pub- 
lished in ASTM Buttettn, No. 249, Oct., 8. 
sound, stimulate manufacturing (McCoy). 
Published in ASTM Bvuttetin, No. 248, 
Sept., 5. 
Static and Fatigue Strength 
metals subjected to triaxial stresses (Lehrer 
and Schwartzbart), 610 (R). 
Statistical Analysis 
Report of Committee E-11, 477. 
Statistical Terms 
glossary. Report of Committee E-15 (ap 
pendix), 489. 
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Steel 
austenitic chromium-nickel stainless 
effect of alloying additions on hot cracking 
(Hull), 667 (R). Disc., 686. 
carbon and low alloy 
creep rupture properties at 1200 to 1800 F 
(Randall), 885. Disc., 893 
corrosion 
Report of Advisory Committee on Corro- 
sion, 234 
Report of Committee A-5, 111. 
Report of Subcommittee XVI of Commit- 
tee, A-5, 11 
corrosion-resisting 
Report of Committee A-10, 126. 
effect of carbon content and melting practice 
a Epsey, Repko, and Brown), 761 
. Disc., 
Ped of high- strength steels (Frankel, Ben- 
nett, and Carman), 501, Disc., 509. 
high-strength 
delayed failure in 
(Steigerwald), 750. 
low alloy 


liquid environments 


atmospheric corrosion (Copson), 650 (R). 
Disc., 666 
Report of Committee A-1, 88. 

Report of Committee A-6, 124. 

Report of Committee A-10, 126. 

Report of Committee E-3, 452. 

rotor 
tests (Sankey), 721 (R). Disc., 

33. 

SAE 4340, low-temperature tensile-hardness 
correlations (Nunes and Larson). Published 
in ASTM Buttetin, No. 249, Oct., 25 (TP 
169). 

sheets 
Report of Committee A-5, 111. 

stainless 
temperature dependence of 

moduli (Garofalo), 738 (R). 
structural alloys 
Strength under rapid heating and loading 
(Kattus and McDowell), 928. 
ultra-high-strength 
carbon:strength relationships (Hamaker 
and Vater), 691 (R). Disc., 717. 
See also Proposed Recommendations. 
Stone 

building 

Report of Committee C-18, 288. 
Straightness 

of fine wire, apparatus for measuring (Nel- 
son and Rhodes). Published in ASTM But- 
LETIN, No. 244, Feb., 56 (TP 60). 

Stress-Cracking 

environmental, of polyethylene, measure- 

ment of (Rudin and Birks). Published in 


the elastic 


ASTM Buttetin, No. 245, April, 60 (TP 
66). 
Stress Relaxation (Freudenthal), 986 (R). Disc., 
1000. 
Stress-Rupture 
high-temperature 
(Clauss), 905 (R). 


correlating parameters 
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Strontium Oxide 


in portland cement, gravimetric determina- 
tion of (Ford). Published in ASTM But- 
LETIN, No. 245, April, 71 (TP 77). 
Sulfur Dioxide 
at atmospheric corrosion sites, measurement 
of (Sereda). Published in ASTM BuLLetin, 
No. 246, May, 47, (TP 107). 
Super-Strength Alloys 
Report of Committee A-10, 126. 
Superalloys 
role of refractory metals (Parker), 849 (R). 
Disc., 866. 


T 


Tall Oil 
Report of Committee D-17, 386. 
Tantalum 
Report of Committee B-2, 135. 
Tar 
Report of Committee D-4, 328. 
Report of Committee D-8, 345. - 
Technical Activities 
Report of Board of Directors, 41. 
Technical Committee Notes 
Published in ASTM Bu ttetin, No. 243, Jan., 
41; No. 244, Feb., 17; No. 245, April, 47; 


No. 246, May, 21; No. 247, July, 41; No. 
248, Sept., 22; No. 249, Oct., 24; No. 250, 
Dec., 20. 


Temperature Effect 
concretes (Zoldners), 1987 (R). 
elastic roduli of stainless steel (Garofalo), 
738 (R). 
on properties of metals. Report of the Joint 
ASTM-ASME Committee on Temperature 
Effects on the Properties of Metals, 241. 
Report of Committee B-4, 143. 
Tensile Strength 
SAE 4340 steel, low-temperature, correlation 
with hardness (Nunes and Larson). Pub- 
lished in ASTM Buttetin, No. 249, Oct., 
25 (TP 169). 
Tension 
phosphor bronze rod, alloy A (Gohn and 
Bader), 843. 
short-time elevated temperature 
application of induction heating (Levitt and 
Martin), 974. Disc., 984. 
steel 
effect of carbon content and melting prac- 
tice (Shannon, Epsey, Repko, and Brown), 
761 (R). Disc., 778. 
Tension Testing 
elevated temperature 
unalloyed arc-cast molybdenum (Brock and 
Sinclair), 530. Disc., 538. 
impact properties of metals (Steidel and Mak- 
erov). Published in ASTM BuLtetin, No. 
247, July, 57 (TP 123). 
machining of notched specimens for (March, 
Ruprecht, and Reed). Published in ASTM 
BuLtetTin, No. 244, Feb., 52 (TP 56). 


Testing Machines , 


Report of Committee E-1, 439. 
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Tetraethyllead 
determination in gasoline. Published in ASTM 
BULLETIN, No. 250, Dec., 13 
Tex System 
designation of yarn number, introduction of. 
Published in ASTM Bu Ltetin, No. 247, 
July, 48. 
Textile Materials 
Report of Committee D-13, 365. 
See also Proposed Recommendations. 
Thermal Insulating Materials 
Report of Committee C-16, 281. 
Thermal Stability 
of disiloxane-base hydraulic fluids, determina- 
tion of (Willard). Published in ASTM But- 
LETIN, No. 249, Oct., 52 (Tp 196). 
Thermocouples 
attachment methods for radiant heating ap- 
plications (Burcham), 957, Disc. 971 
Report of Committee E-1, 439. . 
Thermometers 
Report of Committee E-1, 439. 
Thermostat Metals 
Report of Committee B-4, 143. ; 
Thorlum 
Report of Committee B-2, 135. Oo 
Tile 
clay 


Report of Committee C-15, 277. 
facing 
Report of Committee C-15, 277. 
Timber 7 
Report of Committee D-7, 339. : 
See also Wood. 
Tin 
Report of Committee B-2, 135. 
Titanium 
design criteria for 6Al-4V alloy (Childs and 
agg Published in ASTM BULLETIN, 
No. 246, May, 41 (TP 101). 
Report of Committee B-2, 135. 
Report of Committee E-3, 452. 
Transformer Oil 
Report of Committee D-27, 429. 
Tungsten 
powder, particle size and distribution, effect 
of dispersion techniques (Michaels, Weaver, 
and Nelson). Published in ASTM BUuLLeE- 
TIN, No. 247, July, 74 (TP 140). 
Report of Committee B-2, 135. 
U 


Ultrasonic Testing 
Report of Committee E-7, 471. 


Uranium 
Report of Committee B-2,135. 


V 


Vacuum 
equipment for high-temperature treatment of 
reactive and refractory metals (Feild and 
Peckham). Published in ASTM BULLETIN, 
No. 244, Feb., 34 (TP 38). 
fatigue testing machine, high-temperature 
axial (Stephens and Sinclair). Published in 


~ 


ASTM Bu Ltetin, No. 249, Oct., 44 (TP 
188). 
Varnish 
insulating 
Report of Committee D-9, 347. 
Report of Committee D-1, 300. 
Vinyl 
plastics, accelerated aging of, (Royen). Pub- 
lished in ASTM Bu ttetin, No. 243, Jan., 


43 (TP 1). 
Viscometer 
capillary, alignment block and clamp for 


(Robinson). Published in ASTM Bvutte- 
TIN, No. 245, April, 69 (TP 75). 

modified MacMichael, to determine consist- 
ency of printing inks and ink vehicles (Cum- 
mings). Published in ASTM BuLtetin, No. 
250, Dec., 49 (TP 227). 


Viscosity 
cellulose 
Report of Committee D-23, 420. 
resin solutions d 
: interlaboratory data. Report of Committee 


D-1 (appendix IIT), 315. 
WwW 


Water 
industrial 
Manual on Industrial Water and Industrial 
Waste Water (issued as STP 148-E, 
1960). 
old wine in new bottles, a new look at the 
substance, water (Clarke). Published in 
ASTM Buttetin, No. 243, Jan., 17 
Report of Committee D-19, 393. 
Waterproofing 
Report of Committee D-8, 345. 


Wax 
Report of Committee D-2, 316. 1 « 
Report of Committee D-21, 415. 
Wear 
carbon brushes, in an atmosphere containing > 
silicone vapor, technique for measuring at 


(Axelson and Precopio). Published in ASTM 
BuLLeETIN, No. 244, Feb., 40 (TP 44). 

resistance of plastics, testing (Boor). Pub- 
lished in ASTM BuLtetin, No. 244, Feb., 
43 (TP 47). 

Weatherability 

coating grade asphalts, prediction from asphal- 
tene characteristics (Mertens). Published in 
ASTM Bu ttetin, No. 250, Dec., 40 (TP 


218). 
Whitewares 4 d 
Report of Committee C-21, 291. 
Wire 
copper 


a4 
Report of Committee B-1, 130. aia 
electrical conductors 
Report of Committee B-1, 130. — 
insulating 
Report of Committee D-11, 355. 
straightness of, apparatus for measuring 
(Nelson and Rhodes). Published in ASTM 
Buttetin, No. 244, Feb., 56 (TP 60). 
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twenty-year atmospheric corrosion (Rein- 
- hart) (issued as STP 290). 
Wood 
Report of Committee D-7, 339. 
Wood Poles 
a we on Strength and Related Properties 
Report of Committee D-7, 339. 
Writing 
technical, the labor of (Smith). Published in 


Wire (continued) 
zinc-coated and uncoated 
Report of Committee C-7, 257. 
Wood-Base Materials 
issued as STP 295). 
Wood Preservatives 
ASTM Buttetwy, No. 250, Dec., 12. (ACR 
notes). 


x 

hydrated portland cement pastes (Kantro, 
Copeland, and Anderson), 1020 (R). Disc., 


Ee 


Yarn Number 
introduction of the tex system, for designating. 
Published in ASTM Bvuttrtin, No. 247, 
July, 48. 
Yarns 
Report of Committee D-13, 3065. 


Z 
Zinc 
alloy test bars 
mechanical properties. Report of Commit- 
tee B-6 (appendix I), 162. 
corrosion 
of coated hardware. Report of Subcommit- 
tee XVI of Committee A-5, 116. 
Report of Committee B-2, 135. 
Report of Committee B-6, 160. 
Zinc Coated Wire 
twenty-year atmospheric corrosion (Reinhart) 
(issued as STP 200). 
Zirconium 
Report of Committee B-2, 135. 


1035. Report of Committee E-3, 452. 
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